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INSTALLATION INSTRUCTIONS 
FOR HYDRA AND MARBELLA SHOWER DOOR 

2 SIDED UNITS 
 
GENERAL These doors can be fitted to acrylic and tile trays. Wall profiles are positioned according 
to Table C below. The wall profiles are siliconed and screwed in place. The large and small side 
panels are temporarily located in position and sealed to the wall profiles on the outer edges. The bars 
above and below the door are fitted to the glass and aligned to the tray edges, then the door glass is 
fitted and the unit is siliconed to the base from the outside only. 

 
PARTS LIST 
Fixed glass side panels   x2 
Glass door panel with glass clamps x1 
Vertical door seal   x1 
Bottom door seal   x1 
Magnetic strips (set)   x1 
90° chrome bars with pivot blocks x2 
    - with dome nuts and nylon washers 
Chrome hinge covers   x4 
Door handle                       x1 
Tube of silicone (tile unit only)  x1 
Accessory Pack    x1 

 
 
Accessory Pack includes: 
Rawl plugs    x6 
#6 x 40mm pan square screws  x6 
#6 x 12mm pan square screws (B) x6 
Door packer                                   x1 
#6 snap caps                                   x6 
 
 
 

15/06/10 
DOOR 9 

Diagram 1 
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SHOWER DOOR FITTING INSTRUCTIONS 
 

Note this shower unit has exposed glass edges. Always wear appropriate safety wear 
when handling and installing. Panels are not under warranty for breakage on site after 

delivery. 
 

STEP 1 Measure distance (A) from the internal corner of the acrylic liner (90° bend) or from 
the face of the tiled wall and plumb a pencil line up to the wall. See Table C for distances – 
using this measurement will ensure wall profiles straddle the Aquacheck drain channel on 
Newline Acrylic shower trays. 
 
STEP 2 Position the wall profiles to the outside of the line. Drill through the profile into solid 
fixing in the wall. Fit rawl plugs if required. Silicone the back edge of the wall profile and 
screw the profile to the wall with #6 x 40mm screws. Apply silicone to full height on the 
outer edge of both wall profiles, refer Diag 1. 
 
STEP 3 Slide both fixed panels into place onto the wall profiles. Take care when placing the 
bottom edge of the exposed glass down onto tiles. Product warranty applies to quality of glass 
produced, it does not apply where breakages occur on site during installation. 
 
STEP 4 Fit top and bottom bars into the holes in the glass with nylon washers on each side of 
the glass. Fit studs through large panel first then to smaller panel adjacent to door opening. Fit 
dome nuts to secure. Do not over tighten. 
 
STEP 5 Fit the handle to the door panel. Do not place the raw edge of glass on concrete floor. 
NOTE Door handle styles may vary and not match those shown on Diag 1. 
 
STEP 6 Fit the pivot block to the bottom rail. Retain the top pivot block and dome nuts in a 
handy position then place the glass clamp fitted to the bottom edge of the door glass, onto the 
bottom pivot. Push the door glass carefully into position under the top rail. Place the top pivot 
into the glass clamp fitted to the top edge of the door glass and secure the pivot block to the 
top rail with the dome nuts. Close the door slowly. Adjust the pivot blocks and glass clamps 
to ensure the door has clearance between the pieces of glass on each side when closing. 
 
STEP 7 The gap on the pivot side of the door is approximately 5-10mm. Ensure door glass is 
parallel with the bottom bar and secure the fixed panels to the wall profiles with #6 x 12mm 
pan square screws. Refer (B) on Diag 1. 
 
STEP 8 Fit the magnetic seals and door seals in the following order. The vertical seal on the 
pivot side of the door is fitted first. Ensure it hangs below the bottom edge of the door glass 
and is cut to just clear the bottom rail on opening. Fit the magnetic seal to the opening side of 
the door in a similar fashion, then the magnetic strip to the side panel. Fit the bottom door seal 
between the two vertical seals. 
 
STEP 9 Silicone the outside perimeter of the shower from the top edge of the wall profile 
down to the tray across the bottom edge of the glass and frame and up the opposite side to the 
top of the wall jamb in one continuous bead. Silicone the top edge and vertical ends of the 
bottom bar where it overlaps onto the glass. Silicone the outside only. 
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INSTALLATION INSTRUCTIONS 
FOR HYDRA AND MARBELLA SHOWER DOOR 

3 SIDED UNITS 
 
GENERAL These doors can be fitted to acrylic and tile trays. Wall profiles are positioned centrally 
over the Aquacheck drain channel moulded into the Newline acrylic trays or as far as practicable 
toward the inside edge of the sill on tiled shower units. The wall profiles are siliconed and screwed in 
place. The large and small side panels are temporarily located in position and sealed to the wall 
profiles on the outer edges. The bars above and below the door are fitted to the glass and aligned to the 
tray edges, then the door glass is fitted and the unit is siliconed to the base from the outside only. 

 
Diagram 1 

 
 

PARTS LIST 
Fixed glass side panels   x2 
Glass door panel with glass clamps x1 
Vertical door seal   x1 
Bottom door seal   x1 
Magnetic seals (set)   x1 
Wall profiles (W)   x2 
Straight bars    x2 
    - with dome nuts and nylon washers 
Pivot Blocks with nuts/washers      x2 
Door handle    x1 
Tube of silicone (for tile units only) x1 
Accessory Pack    x1 

 
 
 
 
Accessory Pack includes: 
Rawl plugs    x6 
#6 x 40mm pan square screws  x6 
#6 x 12mm pan square screws ‘B’ x6 
Pivot covers    x4 

- Chrome (Marbella) 
- White (Hydra) 

#6 snap caps    x6 
Door packer    x1 

15/06/10 
DOOR 11 
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SHOWER DOOR FITTING INSTRUCTIONS 
 

Note this shower unit has exposed glass edges. Always wear appropriate safety wear 
when handling and installing. Panels are not under warranty for breakage on site after 

delivery. 
 

STEP 1 Plumb wall profiles ‘W’ in position on each side of shower opening. Place centrally 
over the Aquacheck drain channel moulded into Newline acrylic trays or as far as is 
practicable toward the inside edge of the sill on tiled shower units. 
 
STEP 2 Drill through the wall profile into the solid fixing in the wall. Fit rawl plugs if 
required. Silicone the back edge of the wall profile and screw the profile to the wall with #6 x 
40mm screws. Then apply a thin bead of silicone to the full height on the outer edge of both 
wall profiles. 
 
STEP 3 Decide which side the door will be hinged on and make sure the bottom chrome bar 
has the holes for the pivot block mounting placed on the correct side. Slide both fixed panels 
into place onto the wall profiles. Take care when placing the bottom edge of the exposed glass 
down onto tiles. Product warranty applies to quality of glass produced, it does not apply 
where breakage occurs on site during installation. 
 
STEP 4 Fit top and bottom bars through holes in glass side panels with a nylon washer on 
each side of the glass. Fit dome nuts to secure. Do not over tighten. Remove the top pivot 
block from the top bar. 
 
STEP 5 Fit the handle to the door panel. Do not place the raw edge of glass on concrete floor. 
NOTE Door handle styles may vary and not match those shown on diagram 1 
 
STEP 6 Fit the pivot block to the bottom rail. Retain the top pivot block and dome nuts in a 
handy position then place the glass clamp fitted to the bottom edge of the glass, onto the 
bottom pivot. Push the door glass carefully into position under the top rail. Place the top pivot 
block into the glass clamp fitted to the top edge of the door glass and secure the pivot block to 
the top rail with the dome nuts. Close the door slowly. Adjust the pivot blocks and glass 
clamps to ensure the door has clearance between the pieces of glass on each side when 
closing. 
 
STEP 7 Ensure door glass is parallel with bottom bar and secure the fixed panels to the wall 
profiles with #6 x 12mm pan head screws. See position B on diagram. 
 
STEP 8 Fit the magnetic seals and door seals in the following order. The vertical seal on the 
pivot side of the door is fitted first. Ensure it hangs below the bottom edge of the door glass 
and is cut to just clear the bottom rail on opening. Fit the magnetic seal to the door panel in 
similar fashion, then the magnetic strip on the side panel. Fit the bottom door seal between the 
two vertical seals. 
 
STEP 9 Silicone the outer perimeter of the shower from the top edge of the wall profile down 
to the tray across the bottom edge of the glass and frame and up the opposite side to the top of 
the wall jamb in one continuous bead. Silicone the top edge and vertical ends of the bottom 
bar where it overlaps onto the glass. 
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INSTALLATION INSTRUCTIONS 
FOR HYDRA AND MARBELLA SHOWER DOOR 

NEO ANGLE UNITS 
 
GENERAL These doors can be fitted to Newline acrylic and tile trays. Wall profiles are positioned 
according to table C in the installation guide. The wall profiles are siliconed and screwed in place. The 
large and small side panels are temporarily located in position and sealed to the wall profiles on the 
outer edges. The bars above and below the door are fitted to the glass and aligned to the tray edges, 
then the door glass is fitted and the unit is siliconed to the base from the outside only. 

 

 
 
PARTS LIST 
Fixed glass side panels      x2 
Glass door panel with glass clamps x1 
Vertical door seal             x1 
Bottom door seal               x1 
Magnetic seals (set)           x1 
135° bars               x2 
    - with dome nuts and nylon washers 
Wall profiles          x2 
Tube of silicone  (tile only)           x1 
Accessory Pack     x1 
 

 
 
 
Accessory Pack includes: 
Rawl plugs             x6 
#6 x 40mm pan square screws      x6 
#6 x 12mm pan square screws (B) x6 
Door handle           x1 
#6 snap caps           x6 
Door packer           x1 
Hinges covers (H)                          x4 
- Chrome (Marbella) 
- White (Hydra) 

15/06/10 
DOOR 10 
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SHOWER DOOR FITTING INSTRUCTIONS 
 

Note this shower unit has exposed glass edges. Always wear appropriate safety wear 
when handling and installing. Panels are not under warranty for breakage on site after 

delivery. 
 

STEP 1 Measure distance ‘A’ from the internal corner of the acrylic liner (90° bend) or from 
the face of the tiled wall and plumb a pencil line up the wall. See table C for distances – 
Standard Newline acrylic trays or tiled units. 
 
STEP 2 Position wall profiles to the outside of the line. Drill through the profile into solid 
fixing in the wall. Fit rawl plugs if required. Silicone the back of the wall profile and screw 
the profile to the wall with #6 x 40mm screws. Apply a thin bead of silicone to full height on 
the outer edge of both profiles. Refer Diag 1. 
 
STEP 3 Slide both fixed panels into place onto the wall profiles. Take care when placing the 
bottom edge of the exposed glass down onto tiles. Product warranty applies to quality of glass 
produced, it does not apply where breakages occur on site during installation. 
 
STEP 4 Fit top and bottom bars into the holes in the glass with nylon washers on each side of 
the glass. It may be necessary to remove then refit studs from one side of the bar. Fit dome 
nuts and washers to secure. Do not over tighten. Remove the pivot block from the top bar. 
 
STEP 5 Fit the handle to the door panel. Do not place the raw edge of glass on concrete floor. 
NOTE Door handle styles may vary and not match those shown on diagram 1 
 
STEP 6 Fit the pivot block to the bottom rail. Retain the top pivot block and dome nuts in a 
handy position then place the glass clamp fitted to the bottom edge of the glass, onto the 
bottom pivot. Push the door glass carefully into position under the top rail. Place the top pivot 
into the glass clamp fitted to the top edge of the door glass and secure the pivot block to the 
top rail with the dome nuts. Close the door slowly. Adjust the pivot blocks and glass clamps 
to ensure the door has clearance between the pieces of glass on each side when closing. 
 
STEP 7 The gap on the hinge side of the door is approximately 5-10mm. Ensure door glass is 
parallel with the bottom bar and secure the fixed panels to the wall profiles with #6 x 12mm 
pan head screws. See position B on diagram. 
 
STEP 8 Fit the magnetic seals and door seals in the following order. The vertical seal on the 
pivot side of the door is fitted first. Ensure it hangs below the bottom edge of the door glass 
and is cut to just clear the bottom rail on opening. Fit the magnetic seal to the door in similar 
fashion then the one on the side panel. Fit the bottom door seal between the two vertical seals. 
 
STEP 9 Silicone the outer perimeter of the shower from the top edge of the wall profile down 
to the tray across the bottom edge of the glass and frame and up the opposite side to the top of 
the wall jamb in one continuous bead. Silicone the top edge and vertical ends of the bottom 
bar where it overlaps onto the glass. 
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INSTALLATION INSTRUCTIONS  
FOR ACRYLIC TRAY AND WALL LINER 

ALL 2 SIDED UNITS 
 

Working with the materials Newline shower surfaces are acrylic. Care should be taken not to chip or 
scratch the surface while working. 
Drilling Use twist drills or hole saws suitable for wood. The work must be well supported on both 
sides around the hole to be drilled. Sharp drills are essential to achieve a clean cut. 
Cutting This is not normally necessary. Small corrections can be made by carefully trimming the 
shower wall liner edges with a sharp plane. Cut using a sharp circular saw or table saw with its blade 
set to the material thickness and with the work well supported by a piece of waste sheet material. 

 

 
 
PARTS LIST 
Newline Acrylic Shower Tray  x1 
Newline Acrylic Wall Liner  x1 
Maxbond – glue for tray   x1 
Shower Bond – glue for wall 
 - > 1000x1000 unit  x3 
 - < 1000x1000 unit  x2 
Silicone                                                    x1 
 
EQUIPMENT REQUIRED (not supplied) 
Pencil  
Tape measure  
Knife or small saw for cutting the wallboard  
Jigsaw for cutting waste hole. This could also be done using a power drill fitted with a hole saw or by 
drilling a series of small holes in a circle.  
Rags for cleaning away any excess glue 

14/10/10 
ATWL 2 
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BEFORE YOU BEGIN:   
 
Refer to STEP 1 and read the instructions in full. 
 
Wallboard:  
Newline Shower trays can be installed before or after the site has been lined with wall board.  
 
Plumbing: The plumbing for the shower should be installed prior to shower installation. 
Check with your plumber regarding access for connecting the waste once installed.  
 

IMPORTANT: Tray must be glued and 
fully supported to within 50mm of the waste 
outlet. 
 
Silicone seal between wall liner and tray at outer ends of tray upstand. See instruction 
Diagram 9. 
 
Care & Cleaning: Newline shower surfaces are acrylic. Scourers and abrasive cleaners will 
scratch the surfaces of your Newline shower. Under no circumstances use solvents or solvent 
based cleaners. 
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SITE PREPARATION  

 
STEP 1 
Squareness Check all angles and levels. It is 
essential that the walls and floor are true, 
square and plumb. If not, you may need to 
correct this by adjusting or packing out where 
necessary.  
Clean surfaces Make sure that the gluing 
surfaces of the tray, shower wall liner, floor 
and wallboard are smooth and free from oil, 
grease, dust or dirt before gluing. 
If levelling compound has been used on the 
floor to create an even surface for the tray, 
check that levelling compound has adhered 
well to the floor, prior to gluing the tray in 
position as in STEP 5. 
 

INSTALLING THE TRAY  

 
STEP 2 
Marking the walls Push the tray firmly into 
its corner position against the wall lining. 
Mark the entire outline of the tray onto the 
walls. 
 

 
STEP 3 
Cutting the wallboard Remove tray and cut 
away wallboard, just outside the marked line 
illustrated. Nog between studs to offer 
additional support to tray and wallboard along 
Line A. If wallboard has not been fitted, it is 
recommended an additional stud be added to 
the framing timbers, with its centre 30mm 
inside the line marking the outer edge of the 
tray. 
 
 

 
STEP 4 
Dry fitting the shower tray Reposition the 
tray in the cutaway and firmly against the 
studs making sure that the lip of the tray is 
flush with the wallboard surface. Detail 1 
above. 
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INSTALLING THE SHOWER WALL LINER 

 
STEP 5 
Marking the tray Mark the position of the 
waste hole onto the floor. Cut the correct size 
hole in the floor to give clearance for the 
waste being fitted. The hole cut will be bigger 
than that marked usually by 15-20mm. 
The underside of the tray should be fully 
supported to within 50mm of the waste. Do 
not remove foam from the underside of the 
tray. 

 
STEP 6 
Gluing the tray  Check with your plumber 
that the waste pipe can be connected once the 
tray is glued in position. Apply Maxbond to 
the underside of the tray. Use 5mm beads of 
glue in lines at 60mm centres over the entire 
tray. Place the tray into position again making 
sure that the lip of the tray is flush with the 
wallboard (Diag 4). Fix temporary chocks to 
the floor around the edge of the tray and hold 
it in position with weights while the glue sets. 
Clean up any excess glue with white spirits. 
Allow 24hrs drying then remove chocks and 
weights. 

 

 
STEP 7 
Dry fitting and marking the wall liner  
Stand the shower wall liner in position 
pushing into the corner firmly. The shower 
wall liner should rest on the small ledge in 
the rear corner of the tray and on top of the 
tray step, at the front of each side wall. The 
vertical outside edges of the shower wall liner 
should also line up with the edges of the tray. 
Mark the wallboard around the outside of the 
shower wall liner. Trim the bottom edge of 
the liner if necessary to achieve a snug fit. 

 
STEP 8 
Marking for plumbing Remove the shower 
wall liner. Measure the centres for the shower 
rose and controls from the lines you marked 
on the wallboard. Transfer these 
measurements to the shower wall liner and 
drill appropriate sized holes. Sand the rear 
surface of the shower wall liner with a heavy 
grit sandpaper to assist adhesion and dust off. 
Refit the shower wall liner to check hole 
positions. Do not glue to plaster or painted 
walls 
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STEP 9 
Gluing shower wall liner Prior to gluing the 
shower wall lining in place apply enough 
silicone to seal the gap at Point B between 
wall and tray. Sealant is only required on the 
raised block at the external corner of the tray 
upstand. Enough sealant should be applied to 
ensure it will squeeze out and under the wall 
liner/tray joint as walls are glued on (see Diag 
10 for recommended gluing pattern). 

 
STEP 10 
Glue Pattern 
 Cut the nozzle on the Shower Bond 
cartridge to allow a 6mm raised bead of 
glue. Apply a bead 30mm inside the pencil 
line marking the perimeter of the liner (Diag 
10). Starting on the shower rose wall apply 
vertical lines of adhesive in a 6mm bead at 
intervals of 80mm. Refit liner to the marks 
and starting at the back corner, work from 
the centre out and compress to ensure 
ripples are expelled from the glue lines. 
Push firmly with a soft cloth. Brace if 
necessary. Clean excess glue with white 
spirits. Allow 24hrs to dry and remove 
plastic protective film. 

 
STEP 11 
Fitting glass shelves to wall liners with a 
corner moulding Place the shelve in position 
and apply a self adhesive bump stop to the 
moulded shower wall, on the front edge only. 
Place hard down on to the top of the glass, 
refer Diag 11. 
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INSTALLATION INSTRUCTIONS 
FOR ACRYLIC TRAY AND WALL LINER 

ALL 3 SIDED UNITS 
 

Working with the materials Newline shower surfaces are acrylic. Care should be taken not to chip or 
scratch the surface while working. 
Drilling Use twist drills or hole saws suitable for wood. The work must be well supported on both 
sides around the hole to be drilled. Sharp drills are essential to achieve a clean cut. 
Cutting This is not normally necessary. Small corrections can be made by carefully trimming the 
shower wall liner edges with a sharp plane. Cut using a sharp circular saw or table saw with its blade 
set to the material thickness and with the work well supported by a piece of waste sheet material. 
 

 

 
 
 

 
PARTS LIST 
Newline Acrylic Shower Tray              x1 
Newline Acrylic Wall Liner  x1 
Maxbond – glue for tray   x1 
Shower Bond – glue for wall  x3 
Silicone    x1 
 

 

EQUIPMENT REQUIRED (not supplied) 
Pencil  
Tape measure  
Knife or small saw for cutting the wallboard  
Jigsaw for cutting waste hole. This could also be done using a power drill fitted with a hole saw or by 
drilling a series of small holes in a circle.  
Rags for cleaning away any excess glue 

14/10/10 
ATWL 3 
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BEFORE YOU BEGIN:   
 
Refer to STEP 1 and read the instructions in full. 
 
Wallboard:  
Newline Shower trays can be installed after (refer A) or before the site has been lined with 
wall board (refer B).  
 
A.) If walls are lined, check that the wallboard is very secure and fixed firmly to the studs 

with clouts at 200mm centres, or alternatively using self tapping screws and glue. You 
may need extra sheets of wallboard for packing, if the tray is not a good fit between 
walls (refer STEP 4). Measure the height of the tray when it is sitting on the floor. Draw 
a line at the same height from the floor on the three lined walls of the shower space. Cut 
the wall board on this line around all three walls of the shower to allow the shower tray 
to slide into position against the studs and below the wall board. Remove the tray and 
nog behind the wall board as shown in STEP 2. Once nogging completed and liner 
nailed to nogs glue and fix tray checking the waste can be connected. 

 
B.)  If the walls are yet to be lined with wallboard there is scope to adjust the opening to 

create a better fit for the Newline Acrylic tray especially if the partition wall has not 
been nailed into position. Place the Newline Acrylic Shower Tray in the correct position 
and then nail the movable partition wall in place or if already fixed pack to create a neat 
fit for the tray. Nog between studs as shown in STEP 2 to support the join between tray 
and wall. If possible, fit an additional stud 30mm in from the front edge of the tray. This 
will provide solid fixing for any glass door to be fitted.  

 
Plumbing: The plumbing for the shower should be installed prior to shower installation. 
Check with your plumber regarding access for connecting the waste once installed. 
 

IMPORTANT: Tray must be glued and 
fully supported to within 50mm of the waste 
outlet. 
 
Silicone seal between wall liner and tray at outer ends of tray upstand. See instruction 
Diagram 8. 
 
Care & Cleaning: Newline shower surfaces are acrylic. Scourers and abrasive cleaners will 
scratch the surfaces of your Newline shower. Under no circumstances use solvents or solvent 
based cleaners. 
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SITE PREPARATION  INSTALLING THE TRAY 

 
STEP 1 
Squareness Check all the angles and levels. 
It is essential that the walls and floor are true, 
square and plumb. If not, you may need to 
correct this by adjusting or packing out where 
necessary. 
Clean surface Make sure that the gluing 
surface of the tray, shower wall, floor and 
wallboard are smooth and free from oil, 
grease, dust or dirt before gluing. 
If levelling compound has been used on the 
floor to create an even surface for the tray, 
check that levelling compound has adheard 
well to the floor, prior to gluing the tray in 
position as in STEP 5. 
 

 
STEP 2 
Checking tray fit – unlined site Place the 
tray in position and check that it is true and a 
close fit to all three walls. If it is correct then 
move on to STEP 5. 
Adjusting by moving wall: If the site needs 
to be adjusted the best way to do this is to 
move the framed partition wall into position 
neatly against the tray. 
Marking the floor Mark the position of the 
waste hole onto the floor (or check its 
position if the waste hole has already been 
cut). Cut the correct size hole in the floor to 
give clearance for the waste being fitted. The 
hole will be bigger than that marked by 15-
20mm. Support the waste to within 50mm of 
waste hole. Do not remove foam from 
underside of tray. 

 

 
STEP 3 
Checking the tray fit If the site is already 
lined, cut the jib board away from the studs to 
the height of the tray. Fit the tray and check 
that the tray is tight between the wall studs. If 
it is loose, pack the tray as in STEP 4, 
otherwise glue into place as in STEP 5. Make 
sure that the waste pipe lines up with the 
waste in the tray. Check again after packing. 

 

 
STEP 4 
Adjusting by packing This layer of 
wallboard must cover the side wall at least to 
the front edge of the tray step and at least to 
the height of the shower wall liner to be 
installed. 
If all walls are lined and fixed in place and 
the tray is too loose between the walls, 
additional packing will be required as shown 
above. 
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STEP 5 
Marking and gluing the tray: Temporarily 
place the tray into position and mark and cut 
a clearance hole for the waste cup, through 
the floor. Check the waste lines up. Remove 
tray and apply Maxbond to the underside of 
the tray. It is not necessary to go over the 
entire surface. Use 5mm beads of glue in 
lines at 60mm centres over the entire tray. 
Check with your plumber that the waste pipe 
can be connected once the tray is glued in 
position. Replace the tray and fix a temporary 
chock to the floor at the front edge of the tray 
to hold it in position. Weigh the tray down 
until the glue sets. Clean up any excess glue 
with white spirits. Allow 24hrs to dry then 
remove chock. 

 
STEP 6 
Dry fitting and marking the wall liner  
Stand the shower wall liner in position 
pushing into the corner firmly. The shower 
wall liner should rest on the small ledge in 
the rear corner of the tray and on top of the 
tray step, at the front of each side wall. The 
vertical outside edges of the shower wall liner 
should also line up with the edges of the tray. 
Mark the wallboard around the outside of the 
shower wall liner. Trim the bottom edge of 
the liner if necessary to achieve a snug fit. 

 

 
STEP 7 
Marking for plumbing  Remove the shower 
wall liner. Measure the centres for the shower 
rose and controls from the lines you marked 
on the wallboard. Transfer these 
measurements to the shower wall liner and 
drill appropriate sized holes. Sand the rear 
surface of the shower wall liner with a heavy 
grit sandpaper to assist adhesion and dust off. 
Refit the shower wall liner to check hole 
positions. 

 

 
STEP 8 
Gluing shower wall liner Prior to gluing the 
shower wall lining in place apply enough 
silicone to seal the gap at Point B between 
wall and tray. Sealant is only required on the 
raised block at the external corner of the tray 
upstand. Enough sealant should be applied to 
ensure it will squeeze out and under the wall 
liner/tray joint as walls are glued in place 
(refer Diag 9 for recommended gluing 
pattern). 
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STEP 9 
Glue Pattern 
Cut the nozzle on the Shower Bond cartridge 
to allow a 6mm raised bead of glue. Apply a 
bead 30mm inside pencil line marking the 
perimeter of the wall liner (Diag 9). Starting 
on the shower rose wall apply vertical lines of 
adhesive in a 6mm bead at intervals of 80mm. 
Do not glue to plaster or painted walls. 

 
STEP 10 
Gluing the Wall Liner:  Refit the liner to 
the marks by bending the side panels 
towards centre and walking into the alcove 
holding the sides clear of the glue. Slide the 
rear section into position and release side 
sections. Starting in the back centre wall, 
compress the liner onto the glue, work from 
the centre out and compress to ensure ripples 
are expelled from the glue lines. Push firmly 
with a soft cloth. Brace if necessary. Clean 
excess glue with white spirits. Allow 24hrs 
to dry and then remove plastic protective 
film. Ensure the bond is maintained over 
entire surface area by bracing as required 
with flexible batterns and blocking. 

 
STEP 11 
Fitting glass shelves to wall liners with a 
corner moulding Place the shelve in position 
and apply a self adhesive bump stop to the 
moulded shower wall, on the front edge only. 
Place hard down on to the top of the glass, 
refer Diag 11. 

 

 


