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INSTALLATION INSTRUCTIONS 
FOR SATURN SHOWER DOOR 

2 SIDED UNITS 
 
GENERAL These doors can be fitted to tile and Newline acrylic trays. Wall profiles are positioned 
according to Table C below and should straddle the drain channel molded into the corner of Newline 
acrylic trays.. The wall profiles are siliconed and screwed in place. The large and small side panels are 
temporarily located in position and sealed to the wall profiles on the outer edges. The bars above and 
below the door are fitted to the glass and aligned to the tray edges then the door glass is fitted and the 
unit is siliconed to the base from the outside only. 

 
PARTS LIST 
Fixed glass panels             x2 
Glass door panel               x1 
Wall profiles                    x2 
Vertical door seal                   x1 
Bottom door seal                   x1 
90° bars with done nuts and washers       x2 
Door handle                 x1 
Chrome hinges (assembled)              x2 
Tube of silicone (tile only)                      x1 
Accessory Pack                        x1 

 
 
 
 
Accessory Pack includes: 
Rawl plugs    x6 
#6 x 35mm pan square screws   x6 
#6 x 12mm pan square screws (B) x4 
Magnetic seals (set)   x1 
#6 snap caps           x4 
Door packer          x1 

15/06/10 
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SHOWER DOOR FITTING INSTRUCTIONS 
 

Note this shower unit has exposed glass edges. Always wear appropriate safety wear 
when handling and installing. Panels are not under warranty for breakage on site after 

delivery 
 

STEP 1 Check all the angles and levels. It is essential that the walls and floor are true, square 
and plumb. If not, you may need to correct this by adjusting or packing out where necessary. 
Decide which side of the tray the framed glass side panel (N) and glass door panel (O) will be 
fitted onto. 
Measure distance A from the internal corner of the acrylic liner (90° bend) or from the face of 
the tiled wall and plumb a pencil line up the wall See table C for distances. 
 
STEP 2 Position wall profiles to the outside of the line, or to straddle the drain channel on 
Newline acrylic trays. Drill through the profile into a solid fixing in the wall. Fit rawl plugs if 
required. Silicone the back of the wall profile and screw the profile to the wall with #6 x 
35mm screws. Apply silicone to full height on the outer edge of both profiles. 
 
STEP 3 Decide which side the door will be hinged on and make sure the fixed panel with 
holes for the hinges is placed on the correct side. Slide both fixed panels into place onto the 
wall profiles. Take care when placing the bottom edge of the exposed glass down onto tiles. 
Product warranty applies to quality of glass produced, it does not apply where breakage 
occurs on site during installation. 
 
STEP 4 Fit top and bottom bars into the holes in the glass with nylon washers on each side of 
the glass. It may be necessary to remove then refit studs from one side of the bar. Fit dome 
nuts to secure. Do not over tighten. 
 
STEP 5 Fit the handle to the door panel. 
 
STEP 6 Fit the hinges and spacers to the small fixed panel and open the hinge fitting outward 
so that it is 90° to the opening. Remove the backing plate from the door side of the hinge. Fit 
the door panel onto the hinge. Soft blocking may be required under the door or assistance may 
be needed to keep the door in position while tightening the hinges. Do not place raw edge on 
concrete floor. 
 
STEP 7 Close the door slowly and check clearances. Ensure door glass is parallel with 
bottom bar and secure the fixed panels to the wall profiles with #6 x 12mm pan head screws. 
See position B on diagram 1. 
 
STEP 8 Fit the magnetic seals and door seals in the following order. The vertical seal on the 
hinge side of the door is fitted first. Ensure it hangs below the bottom edge of the door glass 
and is cut to just clear the bottom rail on opening. Fit the magnetic seal to the door panel in a 
similar fashion, then the one on the side panel. Fit the bottom door seal between the two 
vertical seals. 
 
STEP 9 Silicone the outer perimeter of the shower from the top edge of the wall profile down 
to the tray across the bottom edge of the glass and frame and up the opposite side to the top of 
the wall jamb in one continuous bead. Silicone the top edge and vertical ends of the bottom 
bar where it overlaps onto the glass. 
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INSTALLATION INSTRUCTIONS 
FOR SATURN SHOWER DOOR 

NEO ANGLE UNITS 
 
GENERAL These doors can be fitted to acrylic and tile trays. Wall profiles are positioned according 
to Table C below. The wall profiles are siliconed and screwed in place. The large and small side 
panels are temporarily located in position and sealed to the wall profiles on the outer edges. The bars 
above and below the door are fitted to the glass and aligned to the tray edges then the door glass is 
fitted and the unit is siliconed to the base from the outside only. 

 
 

PARTS LIST 
Fixed glass panels                x2 
Glass door panel               x1 
Wall profiles                  x2 
Vertical door seal               x1 
Bottom door seal               x1 
135° bars                x2 
    - with dome nuts and nylon washers 
Door handle                x1 
Chrome hinges (assembled)  x2 
Accessory Pack                x1 

 
 
 
Accessory Pack includes: 
Rawl plugs    x6 
#6 x 35mm pan square screws   x6 
#6 x 12mm pan square screws (B) x4 
Magnetic seals (set)   x1 
Door packer                       x1 
#6 snap caps                      x4 

04/10/10 
DOOR 13 
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SHOWER DOOR FITTING INSTRUCTIONS 
 

Note this shower unit has exposed glass edges. Always wear appropriate safety wear 
when handling and installing. Panels are not under warranty for breakage on site after 

delivery 
 

STEP 1 Check all the angles and levels. It is essential that the walls and floor are true, square 
and plumb. If not, you may need to correct this by adjusting or packing out where necessary. 
Decide which side of the tray the framed glass side panel (N) and glass door panel (O) will be 
fitted onto. 
Measure distance (A) from the internal corner of the acrylic liner (90° bend) or from the face 
of the tiled wall and plumb a pencil line up the wall See Table C for distances. 
 
STEP 2 Position wall profiles to the outside of the line. Drill through the profile into the solid 
fixing in the wall. Fit rawl plugs if required. Silicone the back of the wall profile and screw 
the profile to the wall with #6 x 35mm screws. Apply silicone to full height on the outer edge 
of both profiles. 
 
STEP 3 Decide which side the door will be hinged on and make sure the fixed panel with 
holes for the hinges is placed on the correct side. Slide both fixed panels into place onto the 
wall profiles. Take care when placing the bottom edge of the exposed glass down onto tiles. 
Product warranty applies to quality of glass produced, it does not apply where breakage 
occurs on site during installation. 
 
STEP 4 Fit top and bottom bars into the holes in the glass with nylon washers on each side of 
the glass. It may be necessary to remove then refit studs from one side of the bar. Fit dome 
nuts to secure. Do not over tighten. 
 
STEP 5 Fit the handle to the door panel. 
 
STEP 6 Fit the hinges and spacers to the small fixed panel and open the hinge fitting outward 
so that it is 90° to the opening. Remove the backing plate form the door side of the hinge. Fit 
the door panel onto the hinge. Soft blocking may be required under the door or assistance may 
be needed. Do not place raw edge on concrete floor. 
 
STEP 7 Close the door slowly and check clearances. Ensure door glass is parallel with 
bottom bar and secure the fixed panels to the wall profiles with #6 x 12mm pan head screws. 
Refer (B) on Diag 1. 
 
STEP 8 Fit the magnetic seals and door seals in the following order. The vertical seal on the 
hinge side of the door is fitted first. Ensure it hangs below the bottom edge of the door glass 
and is cut to just clear the bottom rail on opening. Fit the magnetic seal to the door panel in 
similar fashion, then the one on the side panel. Fit the bottom door seal between the two 
vertical seals. 
 
STEP 9 Silicone the outer perimeter of the shower from the top edge of the wall profile down 
to the tray across the bottom edge of the glass and frame and up the opposite side to the top of 
the wall jamb in one continuous bead. Silicone the top edge and vertical ends of the bottom 
bar where it overlaps onto the glass. 
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INSTALLATION INSTRUCTIONS 
FOR SATURN SHOWER DOOR 

3 SIDED UNITS 
 
GENERAL These doors can be fitted to acrylic and tile trays. Wall profiles are positioned centrally 
over the Aquacheck drain channel moulded into Newline acrylic trays, or as far as practicable toward 
the inside edge of the sill on tiled shower units. The wall profiles are siliconed and screwed in place. 
The large and small side panels are temporarily located in position and sealed to the wall profiles on 
the outer edges. The bars above and below the door are fitted to the glass and aligned to the tray edges 
then the door glass is fitted and the unit is siliconed to the base from the outside only. 
 

 
PARTS LIST 
Fixed glass panels   x2 
Glass door panel  x1 
Wall profiles (W)  x2 
Vertical door seal  x1 
Bottom door seal  x1 
Straight bar                        x1 
      - with dome nuts and nylon washers 
Door handle   x1 
Chrome hinges (assembled) x2 
Accessory Pack   x1 

 
 
Accessory Pack includes: 
Rawl plugs    x6 
#6 x 35mm pan square screws   x6 
#6 x 12mm pan square screws (B) x4 
Magnetic seals (set)   x1 
Straight bars    x2 
Door packer    x1 
#6 snap caps    x4 
 

15/06/10 
DOOR 14 
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SHOWER DOOR FITTING INSTRUCTIONS 
 

Note this shower unit has exposed glass edges. Always wear appropriate safety wear 
when handling and installing. Panels are not under warranty for breakage on site after 

delivery 
 

STEP 1 Check all the angles and levels. It is essential that the walls and floor are true, square 
and plumb. If not, you may need to correct this by adjusting or packing out where necessary. 
Decide which side of the tray the framed glass side panel (N) and glass door panel (O) will be 
fitted onto. 
Plumb wall profiles (W) in position on each side of shower opening. Place centrally over the 
Aquacheck drain channels moulded into Newline acrylic trays, or as far as is practicable 
toward the inside edge on a tiled shower sill. 
 
STEP 2 Position wall profiles to the outside of the line. Drill through the profile into the solid 
fixing in the wall. Fit rawl plugs if required. Silicone the back of the wall profile and screw 
the profile to the wall with #6 x 12mm screws. Apply a thin bead of silicone to full height on 
the outer edge of both profiles. 
 
STEP 3 Decide which side panel the door will be hinged on and make sure the fixed panel 
with holes for the hinges is placed on the correct side. Slide both fixed panels into place onto 
the wall profiles. Take care when placing the bottom edge of the exposed glass down onto 
tiles. Product warranty applies to quality of glass produced, it does not apply where breakage 
occurs on site during installation. 
 
STEP 4 Fit top and bottom bars into the holes in the glass with nylon washers on each side of 
the glass. It may be necessary to remove then refit studs from one side of the bar. Fit dome 
nuts to secure. Do not over tighten. 
 
STEP 5 Fit the handle to the door panel. Do not place raw edge of glass on concrete floor. 
 
STEP 6 Fit the hinges and spacers to the small fixed panel and open the hinge fitting outward 
so that it is 90° to the opening. Remove the backing plate form the door side of the hinge. Fit 
two spacers on each side of hinge mounting on the glass. Fit the door panel on to the hinge. 
Soft blocking may be required under the door or assistance may be needed. Do not place raw 
edge on concrete floor. 
 
STEP 7 Close the door slowly and check clearances. Ensure door glass is parallel with 
bottom bar and secure the fixed panels to the wall profiles with #6 x 12mm pan square 
screws. See B on Diag 1. 
 
STEP 8 Fit the magnetic seals and door seals in the following order. The vertical seal on the 
hinge side of the door is fitted first. Ensure it hangs below the bottom edge of the door glass 
and is cut to just clear the bottom rail on opening. Fit the magnetic seal to the door panel in 
similar fashion, then the one on the side panel. Fit the bottom door seal between the two 
vertical seals. 
 
STEP 9 Silicone the outer perimeter of the shower from the top edge of the wall profile down 
to the tray across the bottom edge of the glass and frame and up the opposite side to the top of 
the wall jamb in one continuous bead. Silicone the top edge and vertical ends of the bottom 
bar where it overlaps onto the glass. 
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INSTALLATION INSTRUCTIONS 
FOR STANDARD SIZE PROFINISH WEDGE BASE AND CHANNEL 

GRATE 
 
GENERAL  The Newline ProFinish WEDGE Tile Tray and Newline Channel Grate Kit are two of the 
components of an integrated tile shower base system. Other materials that will effect the installation of 
the ProFinish WEDGE to the correct height are the thickness of the waterproofing, depth of tile 
adhesive and the thickness of the tile itself.  
NOTE These instructions are based on a minimum tile thickness of 8mm. Set out commences in the 
following order after the walls have been lined and floors have been prepared. 
 

SUMMARY OF INSTALLATION PROCESS 
STEP 1  
IMPORTANT Notes on floor preparation.  
Make sure the floor is clean, free of dust and is an even flat surface. Check using a spirit level and, if 
necessary, use a suitable levelling compound to correct any unevenness or hollows in the floor. When 
fitting tiles to timber floors, we recommend the use of Hardies Slate Tile Underlay. Wooden floors 
that have been oiled are not suitable as a gluing surface and should be covered with slate tile underlay. 
 
STEP 2 
Temporarily place the standard size ProFinish WEDGE tray in position. Place the 125mm x 5.00mm x 
1000mm packing in position and mark the correct length on it to fit along the thin end of the WEDGE 
tray, inside the hob. Remove the WEDGE tray and packing then trim the packing to the length 
marked. 
 
STEP 3 
Discuss with the plumber the position the channel grate will occupy on your floor area and select a 
suitable position for the waste outlet to be installed in the floor. The outlet will be positioned within 
the area covered by the 125mm x 5.00mm packing. 
Once the position of the outlet has been determined within the area covered by the packing, the 
waterproof flange can be installed within the area marked out for the channel grate, be sealed and 
secured to the floor and connected to the waste pipe outlet. No waterproofing will have been done at 
this point. 
 
STEP 4 
The ProFinish WEDGE tray and 5x125mm packing are glued in place and waterproofing is applied 
down walls, over the WEDGE into the channel and the waterproof flange. Some waterproofing 
systems may require the application of a primer onto the waterproof flange that is fitted into the floor. 
In some cases a primer must also be used prior to the application of waterproofing on to the ProFinish 
WEDGE. Refer to waterproofing manufacturers instructions before applying. 
 
STEP 5 
The ProFinish WEDGE is now ready for tiling. Tiling should finish a minimum of 2mm above the 
finished height of the grate. 
When tiling walls, enough room needs to be left to allow for removal of the PVC channel and the 
stainless steel grating. Do not install tiles to overhang the grate at wall ends. 
 
STEP 6 
The PVC channel is assembled and installed in to the recess area created by the 125x5mm packing 
after waterproofing and tiling has been completed. The stainless steel grate is cut and fitted allowing 
enough clearance from adjoining wall and floor tiles for possible future removal. 
 
The above is a general description of the order of installation only. Detailed instructions follow. 
 

18/02/11 
PROF 3a 
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DETAILED INSTALLATION INSTRUCTIONS 

 
FLOOR PREPARATION 
Make sure the floor is clean, free of dust and is an even flat surface. Check using a spirit level 
and if necessary use a suitable levelling compound to correct any unevenness or hollows in 
the floor. 
 
When fitting tiles to timber floors we recommend the use of Hardies Slate Tile Underlay. 
Wooden floors that have been oiled are not suitable as a gluing surface and should be covered 
with slate tile underlay. 
 
Push the tray temporarily in position and mark on the 5mmx125mm packer the correct length 
to fit along the thin end of the wedge tray (butting up against the sill for 2 sided trays). 
Remove the tray and packer. Trim the packer to the correct length as marked. 
 
Place the 5mmx125mm packer temporarily in position where you wish to install the channel 
grate. 
 
Draw around the perimeter of the packer placed on the floor, remove the packer and retain for 
future use. Install the waterproof flange in the floor within the marked area and connect the 
waterproof flange to the waste outlet, refer Diag 1A/1B. 
 
Cut the 125mm packer to fit around the outside perimeter of the waterproof flange installed in 
the floor and glue it to the floor within the marked area, refer Diag 1B. 
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The ProFinish WEDGE provides slope to the channel grate. A waterproof membrane is 
applied over the ProFinish WEDGE. The ProFinish WEDGE is not a flooring substrate and 
must be fully supported by a suitable flooring substrate such as concrete, timber, particle 
board, plywood or fibre cement sheeting. The ProFinish WEDGE is installed after wall 
cladding is fixed but before the tiles are laid. 
 

 
 
 
 
 

The 5mm x 125mm packing has now been glued in position after trimming it to the correct 
length  and cutting a hole around the waterproof flange which has been installed and sealed 
into the flooring.  
 
Next glue the ProFinish WEDGE tray to the floor adjacent to the 125mm wide packing, butt 
jointing against the packer. Use the grid pattern as shown in the diagram above. Do not just 
drop the ProFinish WEDGE on to spots of glue, apply continuous lines in 6mm raised beads, 
60mm apart. 
 
Weigh the ProFinish WEDGE tray down to ensure the glue is compressed under the ProFinish 
WEDGE tray and it has no movement. Ensure the glue is compressed over the whole surface 
of the ProFinish WEDGE tray so that it is in solid contact with the flooring. 
 
Once the ProFinish WEDGE tray has been glued in place the waterproofing can be applied 
according to the manufacturer’s instructions. Note some waterproofing applications require a 
primer to be used on PVC fittings and waterproof flanges. Some waterproofing brands also 
require the application of a primer to the ProFinish WEDGE tray before waterproofing is 
applied. 
 
 
 

Direction of fall 

Place 5mm x 125mm packer 
in position, cut around 
waterproof flange fitted in 
floor, glue down and 
waterproof over. 

Glue ProFinish 
WEDGE and 
5mm x 125mm 
packer with 
beads of glue 
approx 60mm or 
less apart. 
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WATERPROOFING INSTRUCTIONS 
 
Waterproof Membranes 
Once the base is secured to the floor, it is ready for the application of your choice of 
waterproof membrane. Listed below are waterproofing manufacturers who have approved 
their product for application to the ProFinish tray and their warranty’s. Please ensure your 
waterproofer or tiler uses one of these products. Refer Table 1.  Many of the products 
listed are available for D.I.Y applications, we recommend that you contact one of the certified 
contractors listed, to apply the waterproofing. (Most manufacturer’s warranties are voided if 
an approved person is not used to apply them). 
Application of waterproofing 
Apply the waterproof membrane according to the manufacturer’s instructions. Ensure 
waterproofing is applied down into the waterproof flange and the 125mm formed channel in 
which the PVC channel and grate will be fitted later. Some waterproofing membranes may 
require a primer to be applied to the waterproof flange. Floor areas outside the shower should 
also have a waterproofing membrane applied, prior to tiling. 
 
NOTE: Some waterproofing brands require a primer to be applied to the ProFinish WEDGE 
prior to the application of their waterproofing products. 
 

COMPANY PRODUCT CONTACT WARRANTY 

Ardex SUPERFLEX WPM 001 
SUPERFLEX WPM 002 03 373 6900 15 Years 

ASA/Bostik DAMPFIX 2, 3 
DAMPFIX PU 09 270 3168 15 Years 

Construction Chemicals 
(NZ) Ltd 

HYRDATHANE LIQUID 
FLASH 2-PACK 09 273 5444 15 Years 

Equus Industries Ltd CHEVALINE DEXX 03 578 0214 15 Years 

Jaydex International Ltd ELASTIK 0800 529 339 OR  
09 444 1751 15 Years 

Kerakoll IDROBUILD 09 525 0600 15 Years 

Laticrete LATICRETE 9235 0800 480 018 15 Years 

Mapei MAPEGUM WPS 
MAPELASTIC 09 921 1994 20 Years 

Marshall Waterproofing 
NZ/Aust Ltd 

PROTECTO WRAP 
AFM/WM 0800 776 9727 15 Years 

Protective Surfaces STRATAFLEX 09 441 6292 15 Years 

Flexco (NZ) Ltd FLEXI-SEAL & 
MIRACRYL 2 PART 

0800 426 844 OR 
09268 6970 15 Years 

HB Fuller WPM 101 09 275 6062 15 Years 

Wet-Seal Must be applied by licensed 
trained applicators 0800 436 000 15 Years 

Custom Building Products RED GUARD 096340712 15 Years 
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PVC CHANNEL AND STAINLESS STEEL GRATE INSTRUCTIONS 
 
Once waterproofing is completed and walls have been tiled, the channel and grate needs to be 
cut to length and have the end caps glued in and the Spigot glued in the correct position to 
enable it to locate into the waterproof flange. 
 
Measure the length of the channel into which the 100mm wide trough will be fitted and 
deduct 5mm. Cut the PVC channel and glue the end stops in place. Mark the location for the 
spigot, drill a 51mm (2” hole) and glue the spigot to the underside of the PVC channel. 
 
Locate the spigot into the waterproofed leak control flange fitted in the floor and align parallel 
with the front edge of the ProFinish WEDGE. Pick up a wall tile and floor tile and place them 
against the wall and floor in position against the side of the channel. This will help place the 
channel in its final position and you can check that you will be able to remove the grate for 
cleaning once tiling is completed. Glue the PVC channel in place with silicone. Fill the space 
on each side of the PVC channel with silicone or grout, before laying the last row of floor 
tiles that will butt up to the side of the PVC channel. 
Cut the stainless steel grate to length using a carbon metal cutting blade or a 32 tooth hacksaw 
blade. 
 
When tiling, sufficient clearance should be allowed for possible removal of the stainless steel 
grate if needed. Tiles should finish 2mm above the grate. When tiling is completed, silicone 
should be applied to the join between the PVC channel and the tiles on all sides. 
 

 
 
Channel Grate Parts List – dimensions 23mm x 100mm 

 
 


